
LTA

（Light

transmittance)

TE

（Solar direct

transmittance)

TUV

（UV-

transmittance)

TIR

（Near-infrared

transmittance）

380nm~780nm 300nm~2500nm 300nm~380nm 780~2500nm

3.2 15.1 ± 2.0 <17.0 <6.8 <16.0

4 10.0 ± 2.0 <11.7 <5.4 <10.8

5 5.4 ± 2.0 <8.0 <4.8 <8.0

2.1 38.8±2.0 <39.0 <20.0 <38.0

3 27.0±2.0 <29.0 <15.0 <27.0

3.2 24.6 ± 2.0 <27.0 <13.0 <24.0

3.5 22.0 ± 2.0 <24.0 <11.5 <21.0

4 18.6 ± 2.0 <20.0 <9.5 <18.0

5 12.4 ± 2.0 <15.0 <7.5 <13.0

3.2 25.0 ± 2.0 <28.4 <10.6 <27.4

4 18.0 ± 2.0 <21.7 <7.7 <20.8

5 12.4 ± 2.0 <16.2 <5.8 <15.5

6 8.2 ± 2.0 <12.0 <4.6 <11.7

Product
Thickness

( mm)

Qingdao Kangdeli Industrial and Trading Co.,Ltd
Black Tinted Glass Technical Data Sheet (TDS) 

(Optic Character(%) & Test Specification)

PG10

Privacy

Gray

PG20

Privacy

Gray

PG18

Privacy

Gray

Factory Address:204 National Road,Huangdao District,Qingdao,Shandong,China

Office Address:No.108 Ansh Road,Qingdao,Shandong,China

Tel:+86 532 8275 7907  Fax:+86 532 8275 7985


